TECHNICAL DATA

K-SERIES

K540i K328i K525i K318i K864 K1050 K18i-2 K18i K16i

REFINED REFINED REFINED REFINED
Focal plane FFP FFP FFP FFP SFP SFP SFP SFP SFP
Magnification 5-40 3,5-28 5-25 3,5-18 8-64 10-50 1-8 1-8 1-6
Obijective lens diameter (mm) 56 50 56 50 56 56 24 24 24
Field of view (ft/ 100 yds) 30.6-3.9 42.9-5.4 23.2-49 28.5-6 18.2-2.4 8.7-1.8 150.0-18.6 127.5-15.9 126.9-20.1
Exit pupil diameter (mm) 7.7-1.4 7.5-1.8 9.5-2.3 6.9-2.8 7.1-0.9 5.5-1.1 8.1-3.0 8.1-3.0 9.6-4.7
Eye relief (in) 3.62 3.62 3.74 3.62 3.62 3.74 3.74 3.74 3.74
Diopter compensation (dpt) +2/-3 +2/-3 +2/-3,5 +2/-3,5 +2 /-3 +2/-3,5 +2/-3 +2/-3 +2/-3,5
Twilight factor (DIN 58388) 16.7-47.3 13.2-37.4 16.7-37.4 13.2-30.0 21.2-59.9 23.7-52.9 4.9-13.9 4.9-13.9 4,9-13.9
Parallax adjustment (m) 20 -0 20 -0 20 -0 25 -0 8- 8- 100 100 100
Impact correction / Click E/W .1 MRAD .1 MRAD .1 MRAD .1 MRAD 1/8 MOA 1/8 MOA .1 MRAD .1 MRAD .1 MRAD
Clicks / Revolution E/W 100/100 | 100/100 | 100/100 | 100/100 | 160/160 | 160/160 60/60 60/60 60/60
Adjustment range E/W (MIL) 29/12 34/13 29/13 30/15 16/11,6 16/12 24/24 24/24 22/22
Adiusiment range E/W (in/100 yds) | 104.4/43.2 | 126/46.8 | 104.4/46.8 | 107.8/53.4 | 57.6/42 | 57.6/43.2 | 86.4/86.4 | 86.4/86.4 | 79.2/79.2
Adjustment range E/W (MOA) 100/41.3 | 114.75/439 |  100/45 103/51.6 55/40 55/41 82.5/82.5 | 82.5/82.5 | 75.6/75.6
Adjustment direction CCW CcCw CCW CCwW CcCwW CCW cw (9% cw
Windage left/right left/right left/right left/right right right right right right
Maintube diameter (mm) 36 36 34 34 36 30 34 30 30
Length (in) 16.1 14.2 14.8 12.3 17.4 16.9 11.8 11.8 10.9
Weight (oz) 39.3 37.0 33.8 33.5 36.9 31.4 22.5 19.6 16.9
Battery type CR2032 CR2032 CR2032 CR2032 - - CR2032 CR2032 CR2032
Obsjective filter thread M58 x0.75 | M52x0.75 | M58x0.75 | M52x0.75 | M58x0.75 | M58x0.75 | M30x0.75 | M27x0.75 | M27x0.75
Reficles SKiRar | SKRd Mg | Mekosc | Moaks MOAK 3GR 3GR gs% )
lllumination v v v v v v v
VISIONFLEX v v v v
EASYREAD v v v v v
ZEROSTOP v v v v v
TWISTGUARD v v v 4
MAXLIGHT v v
Ballistic Turret (optional) v v
Waterproof (1ISO9022-8) v v v v v v v v v

KAHLES Gesellschaft m.b.H, Service and repairs

Danfoss-StraBBe 5, 2353 Guniramsdorf | Austria

T+43 2236 520200

F+43 2236 506 827

service@kahles.at

kahles.at

* Special order

KAHLES




